
STN 284

..........................Natural stone strengthened with 
polyester resins

................................Double sided foam tape
...........................................From 3 to 6 mm

...................................................Grey anthracite
 ......................................................Optimal

Use: Decorative slabs of natural stones designed 
for internal application on a smooth surface.

Storage: 2 years from delivery. This film should be 
kept away from excessive humidity and sun rays, 
at temperatures below 38°C.

Anthracite grey

In order to constantly improve our production we may change a product colour 
and manufacturing process without prior notice.

ADHESIVE STONE

AUSTRIA

DIMENSIONS
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data sheet
home staging

Set of 10 pieces
15 x 60 cm

Application method 
Easy two-step application. Remove the protective film 
from the adhesive. Directly stick it on the surface while 

applying pressure during 7 seconds.

Production and standards
In order to constantly improve our production we may change 

a product colour and manufacturing process without prior 
notice. Before applying our products we recommend that our 
users ensure that the film is suitable for the intended use and 
comply with current standards.

MATERIAL: 

ADHESIVE: 
THICKNESS: 
COLOR:
RESISTANCE:

Description :

100 % natural stone surface,harder and stronger than  
late tiles, reinforced with polyester resin and applied 
on double sided foam tape.

Easy internal application for walls, framing, 

bathrooms  coating, furniture and kitchens.

NATURAL STONES


